
BENEFITS:
   The Hydrocarbon Detection Strips measure approximately 2.75” x .75”.
   The Hydrocarbon Detection Strips can detect the presence of hydrocarbons 
in water prior to pumping, thus eliminating potential fines. 
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Hydrocarbon Detection Strips

PRODUCT DESCRIPTION:
The Hydrocarbon Detection Strips can quickly and accurately determine the 
presence of hydrocarbons in water. When the Hydrocarbon Detection Strip 
is introduced into a potential hydrocarbon situation, the light blue strip 
will turn a darker blue if hydrocarbons are present. The color intensity and 
size of the darker blue areas are indicators of the quantity of hydrocarbons 
contained in the sample. If the sample contains no hydrocarbons, the strip 
will not moisten or discolor.
PRODUCT APPLICATIONS:
Hydrocarbon Detection Strips can be used to detect hydrocarbon 
contaminated water in elevator shafts, underground utility vaults and 
manholes, retention and secondary containment vessels, and out-fall on 
oil-water separators prior to pumping out the water. 
PERFORMANCE SPECIFICATIONS:
The sensitivity of the Hydrocarbon Detection Strip is dependent upon the 
solubility of the hydrocarbons. By moving the strip back and forth a few 
times at the surface of the water, the following values can be detected:
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FAST, EASY, ACCURATE, LOW COST

When testing volatile substances, the color reaction must be evaluated immediately due to 
rapid fading.

The Hydrocarbon Detection Strip turns a darker 
blue when hydrocarbons are present.
Note: Images for visual purposes only. Packaging, 
branding, etc. are subject to change.
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FAST, EASY QUICK DIP STRIPS 
TURN DARK BLUE WHEN 
HYDROCARBONS ARE PRESENT

* DETECTS  HYDROCARBONS LIKE CRUDE OIL, GAS, 
DIESEL, JET FUEL, HEATING OIL, BENZENE, CHLORINATED 
SOLVENTS, LUBRICATING OIL, KEROSENE, MUCH MORE 
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HYRDROCABONS LIKE OIL, GAS, DIESEL & MORE*

B3C Fuel Solutions Hydrocarbon Detection Strips are offered as general 
indicators of the presence of hydrocarbons. No warranties, either expressed 
or implied, are made regarding the accuracy of the tests. Manufacturer’s 
liability limited to the replacement of product or refund of purchase price 
upon return of unused portion and proof of purchase. 

INSTRUCTIONS:
Dip the Hydrocabon Detection Strip in the potential hydrocarbon 
situation (e.g. dip in water or soil that may contain 
hydrocarbons). View the strip. If the strip turns dark blue (see 
image above), hydrocarbons are present. 

Always follow workplace safety procedures when handling 
hazardous spills. Always dispose of according to workplace, 
local, state, and federal regulations. 
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BENEFITS:
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2.75” x .75” and comes 50 in a bag.
   The Hydrocarbon Detection Strips can detect the presence 
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Hydrocarbon Examples Lower Limit 
PPM of Water

Clearly Detectable 
PPM of Water

Petroleum Ether (B.P. 40-80C) 250 PPM 400 PPM
Gasoline (High Octane) 10 PPM 25 PPM
Heating Oil 5 PPM 10 PPM
Lubricating Oil 1 PPM 5 PPM

When testing volatile substances, the color reaction must be evaluated immediately 
due to rapid fading.

PERFORMANCE SPECIFICATIONS:
The sensitivity of the Hydrocarbon Detection Strip is dependent upon the 
solubility of the hydrocarbons. By moving the strip back and forth a few 
times at the surface of the water, the following values can be detected:

Note: The presence of surfactants can skew the test results.
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